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All dimensions in mm.

MOUNTING ON WOOD (16 - 21 mm)

Dimensions refer to bolt type 460.

MOUNTING ON GLAS (3 - 6 mm)

Dimensions refer to bolt type 460.

ATTENTION: Determine the appropriate screw length (see items 5 and 6 in the component overview)
 based on the material thickness:
 - 3x20 screws (component 5) for material thicknesses of 3 – 6mm and 18 – 21 mm.
 - 3x15 screws (component 6) for material thicknesses of 0.8 – 3mm and 16 – 18 mm.
 - The required screw type for material thicknesses of 6 – 16 mm in combinati on with spacers can 

be found in the table on p. 8 under „Mounti ng on HPL”.

Please also note the diff erent milling patt erns for diff erent material thicknesses. 
Tighten screws by hand only, max. 0.5 Nm.

Conti nue on page 8
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MOUNTING ON STEEL (0.8 - 3 mm)

Dimensions refer to bolt type 477.

Material thickness Spacer Screw type

6 - 8 mm 2 pieces 3x15

8 - 11 mm 2 pieces 3x20

11 - 13 mm 1 piece 3x15

13 - 16 mm 1 piece 3x20
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Dimensions refer to bolt type 460 in combinati on with spacer 062.
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EMERGENCY OPENING WITH SERVICE KEY

GETTING STARTED AND CHANGING BATTERIES

IMPORTANT:  Use only a CR2 primary-batt ery.

Inserti ng the batt ery

Batt ery is inserted correctly in the batt ery
compartment

    

1.   Turn the key 180° 
to clockwise

3.   Turn the key 180° 
to anti -clockwise

2.  Turn the turn 
knob by 90°

4.  Lock is open

1. 2.

IMPORTANT:  Aft er emergency opening with the service key, the lock remains electronically locked. If the knob 
is turned back aft er the emergency opening with the service key, the lock is sti ll locked. In the 
case of electronic emergency opening with a master card, the lock remains unlocked 
(see p. 13, Emergency Opening).
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TIPS FOR THE FOLLOWING PROGRAMMING STEPS

The last 5 seconds before the shutdown of the 
programming process are announced by the 
fl ashing of a yellow lamp and acousti c signals. 
The visual and acousti c signals are 
diff erenti ated as follows.

Carry out all programming steps and functi onal checks with the cabinet door open.

Acousti c signals  

Short

Long

Opti cal signals

rapid fl ashing

fl ashing

USING THE INSTALLATION CARD (opti nal)

During installati on, one or more installati on cards can be used. The installati on cards are ready for immediate use 
and do not have to be programmed. With the installati on cards, the basic functi ons (opening and closing) can be 
carried out on the lock. It is not possible to program user cards with the installati on card. The installati on card can no 
longer be used on a lock as soon as the master card has been programmed.

Closing

       

Hold the installati on card
in front of the lock.
Then turn the knob to the 
closed positi on.
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Installation

Opening

       

Hold the installati on card
in front of the lock.
Then turn the knob to the 
open positi on.
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Installation

BOLTING END POSITION MONITORING

The lock is equipped with a bolt end positi on monitoring system. If the turn knob is not in one of the two end positi ons, 
a warning is issued when locking with a transponder. The lock is not locked! If the Auto-Locking functi on is acti vated, 
this warning is repeated permanently. 

Bolt warning

The transponder is held in front of the lock. The rotary 
knob is not in one of the two end positi ons. A bolt 
warning is issued
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The locking system is in “assigned use“ mode aft er the master card has been programmed. If you would like to use 
the lock in “shared use“ mode, the next thing to do is to change the operati ng mode. To do this, please follow the 
instructi ons on page 13 and then conti nue with the secti on “Closing and Opening“ on page 11.

PROGRAMMING THE MASTER CARD

Irrespecti ve of the desired operati ng mode, a master card must always be programmed before further programming 
and operati on. Only one master card can be programmed per lock! The programming of the master card can be 
carried out when the lock is closed as well as when it is open. If the lock is closed aft er the master card has been 
programmed, the next step must be an emergency opening (see Emergency opening, P. 13).

Programming the master card for the fi rst ti me

Hold the master card
in front of the lock.

    

        

PROGRAMMING THE USER CARDS (only for assigned use mode)

In “assigned use“ mode, a maximum of 250 diff erent user cards can be programmed per lock. The lock must be in the 
open positi on. It is not possible to program user cards in “shared use“ mode. In “shared use“ mode, the lock can be 
opened and closed without fi rst programming the user cards (see Closing and Opening, see below).

Programming user cards

       Hold the master card
in front of the lock.

    

      

Aft er programming, the user cards can open and close the lock.

Hold the user card in
front of the lock.
The card is accepted and
programmed. This process
can be repeated to program
multi ple user cards.

  

    

Card is not accepted.

        

              

Hold the master card
in front of the lock.
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CLOSING AND OPENING

Closing

       

Hold the user card
in front of the lock.
Then turn the knob to the 
closed positi on.

    

      

Opening

       

Hold the user card
in front of the lock.
Then turn the knob to the 
open positi on.
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User

UNAUTHORISED TRANSPONDER CARDS

Rejecti on of an unauthorised user card

       
Unauthorised user card is
held in front of the lock.
The card is rejected.
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Facility Manager Functi on
(lock closes automati cally aft er 30 seconds)

       

Hold the master card
in front of the lock.
Then turn the knob to the 
open positi on.

            

                    

FACILITY MANAGER FUNCTION

In the event that an authorised person only briefl y wants to check whether for example a cabinet is actually 
occupied, the lock can be opened with the master card. With this functi on, the lock opens for 30 seconds and 
then closes automati cally. The knob must be manually turned to the closed positi on. Aft er this automati c closure, 
authorised user cards can conti nue to be used in “shared use“ mode as well as in “assigned use“ mode. 
The last 5 seconds before closing are indicated by opti cal and acousti c signals.
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EMERGENCY OPENING

In the event that one or all authorised user cards are currently not available, an emergency opening can be eff ected 
with the master card. Please note that the lock remains open aft er emergency opening. In the “shared use“ mode, the 
previously used user card is blocked aft er emergency opening, and can no longer be used. In “assigned use“ mode, user 
cards can conti nue to be used normally.

   Notöff nung

       

Hold the master card
in front of the lock.
Then turn the knob to the 
open positi on.

            

                    

Hold the master card
again in front of the lock.

            

                   

DELETING INDIVIDUAL TRANSPONDER CARDS (only for “assigned use” mode)

Insofar as further user cards were programmed on the lock, these can conti nue to be used on this lock aft er an 
individual user card has been deleted. For the deleti ng process, the lock must be open. To do this, fi rst carry out an 
emergency opening with the master card if necessary (see Emergency opening).

Deleti ng individual user cards

       Hold the master card
in front of the lock.

            

        

Hold the user card to
be deleted in front of
the lock.

                    

                                             

Hold the master card
in front of the lock.

      

                 

Should the user card be lost, then please proceed as follows.
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DELETING ALL TRANSPONDER CARDS (only for “assigned use” mode)

The deleti ng process can only be carried out when the lock is open. Should there be no authorised user card to hand, 
fi rst perform an emergency opening using the master card.

Deleti ng all user cards

       

IMPORTANT: Hold the
master card in front of the
lock unti l all the following
opti cal and acousti c signals
have been received.

                                 

                                                      
                                5 seconds

                    

                               

IMPORTANT: Hold the
master card in front of the
lock unti l all the following
opti cal and acousti c signals
have been received.

                      

                                                            
5 seconds               

                               

Hold the master card
in front of the lock.
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CHANGING THE OPERATING MODE

The lock has two modes: “assigned use“ and “shared use“. When the lock is open, you have the opti on of changing 
the mode. To do this, the master card and the programming card “P1: Mode“ are required. The programming card 
set must be bought separately from LEHMANN Vertriebsgesellschaft  mbH & Co. KG. The cards are for universal use.

Changing the operati ng mode

       Hold the master card
in front of the lock.

            

        

Hold the programming
card “P1: Mode“
in front of the lock.
“Shared use“ mode is
selected.

Shared use
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Deacti vati ng and acti vati ng acousti c signals

       Hold the master card
in front of the lock.

            

        

Hold the programming
card “P2: Sound“
in front of the lock.
The acousti c signals are
deacti vated.

Acousti c signals are deacti vated

                    

                                             

Hold the programming
card “P2: Sound“
in front of the lock again.
The acousti c signals are
acti vated again.

Acousti c signals are acti vated

                    

                                             

Hold the master card
in front of the lock.

      

                 

DEACTIVATING AND ACTIVATING ACOUSTIC SIGNALS 

Acousti c signalling is acti vated when the system is delivered. You have the opti on of deacti vati ng the acousti c signals 
with the master card and the programming card “P2: Sound“. The lock must be open. 

Please note that the acousti c signals for the batt ery warning and for changing the operati ng mode cannot be deac-
ti vated. The programming card set must be bought separately from LEHMANN Vertriebsgesellschaft  mbH & Co. KG. 
The cards are for universal use.
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Hold the programming
card “P1: Mode“
in front of the lock again.
“Assigned use“ mode is
selected.

Assigned use

                    

                                             

Hold the master card
in front of the lock.
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RESETTING TO FACTORY SETTING (Reset)

If a reset to factory setti  ngs is required, all master and user cards are deleted. With an installati on card the basic 
functi ons (close and open) can be carried out. The bolt is retracted, and the lock must be reprogrammed with a 
master card. 

The reset functi on can be used with the master card and programming card “P3: Reset“. For this, the lock must be 
open. The programming card set must be bought separately from LEHMANN Vertriebsgesellschaft  mbH & Co. KG. 
The cards are for universal use.

Resetti  ng to factory setti  ngs

       Hold the master card
in front of the lock.

            

        

Hold the programming
card “P3: Reset“
in front of the lock.
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ACTIVATION AND DEACTIVATION OF AUTOMATIC LOCKING 

With the programming card “P4: Auto Locking”, the functi on “automati c locking“ can be acti vated and deacti vated in the 
operati ng mode “assigned use“. Once the functi on is acti vated, the lock closes automati cally aft er 5 seconds aft er opening the 
lock with an authorized transponder. Aft er the automati c electronic locking, the knob must be manually turned to the closed 
positi on. It is  recommended to acti vate “automati c locking“ aft er programming the transponders.

The functi on can be carried out by using the master card and the programming card “P4: Auto Locking”. To do this, the lock 
must be in the mode “assigned use“ and in an open positi on. If the operati ng mode changes, this functi on is automati cally 
deacti vated. The programming card must be purchased separately from LEHMANN Vertriebsgesellschaft  mbH & Co. KG. 
The card can be used universally.

Acti vate or deacti vate the feature automati c locking

       Hold the master card
in front of the lock.

            

        

Hold the programming
card “P4: Auto Locking“
in front of the lock again.
Automati c locking is
acti vated.

Automati c locking is acti vated.

                    

                                                                 

Hold the programming
card “P4: Auto Locking“
in front of the lock again.
Automati c locking is
deacti vated.

Automati c locking is deacti vated.

                  

                                                             

Hold the master card
in front of the lock.

      

                 

ACTIVATION AND DEACTIVATION OF UNLIMITED SHARED USE 

With the master card and the „P6: Unlimited Shared Use“ programming card, the functi on can be acti vated and 
deacti vated in the „shared use“ mode. Aft er acti vati on, an RFID transponder can lock several locks at the same ti me 
(cauti on: even up to all locks!), instead of just one lock per transponder in this operati ng mode. To acti vate and 
deacti vate the functi on, the lock must be in an open positi on. The confi gurati on process is the same process as the 
acti vati on and deacti vati on of the auto locking functi on.
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BATTERY WARNING 

The locking system is equipped with a batt ery management system which uses visual and acousti c signals to indicate the 
need for batt ery replacement in the event of reduced batt ery power. The batt ery warning takes place in two phases:

The setti  ngs are saved even without a power supply (e.g. in case of batt ery replacement, or in case the batt ery 
should be completely empty). Batt ery replacement should be carried out within 2 minutes.

Batt ery warning Phase 1

Before an acti on can be carried out (closing /
opening / programming), a batt ery warning is given. 
The batt eries should be replaced.
The batt ery warning is also given every 60 minutes

                

                  

Batt ery warning Phase 2

The lock can only be opened. Before the lock opens, 
a batt ery warning is given. The batt eries must be 
replaced without delay.
The batt ery warning is also given every 60 minutes.

                    

                      

REORDERING MASTER CARDS

With this locking system, you have the opti on of ordering replacements for your master cards at your own expense. 
For this you obtained a service key together with the master cards. Please keep the service key carefully and securely. 
The service key makes it possible to reorder the master card specifi ed there. To reorder these cards, please contact 
LEHMANN Vertriebsgesellschaft  mbH & Co. KG at the following email address: sales@lehmann-locks.com

In your email, please give us your contact data and the service key. In your email, please also state the number of 
replacement cards you require.

FIRMWARE UPDATE 

You have the opti on of updati ng the fi rmware of the lock. A special adapter is required for this. Firmware updates 
for this lock are only made available on the website www.lehmann-locks.com if required (e.g. for technical reasons). 
You will receive further informati on on the implementati on and installati on together with the fi rmware update.

 DISPOSAL

Dispose the locking system in accordance with local regulati ons and guidelines. Remove the batt ery and dispose 
them separately in accordance with the nati onal regulati ons. When disposing of parti ally discharged batt eries, make 
sure that there are no short circuits between the batt ery poles (risk of explosion and fi re).

!
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Transponder card 
cannot be
programmed.

Possible reasons:
• Storage space is used up
• Card is not compati ble
• Master card has not yet been programmed
• The lock is in “shared use” mode.

                

                  

Batt ery warning
Phase 1

It is recommended that you replace the 
batt ery.

                    

                     

Batt ery warning
Phase 2

The batt ery must be replaced without delay.

TROUBLE SHOUTING 

In the following overview you can see the acousti c and visual signals that indicate faults:
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LEHMANN Vertriebsgesellschaft mbH & Co. KG

Postfach 26 20 • D-32383 Minden

Fon +49 571 / 50 599-0 • Fax +49 571 / 50 599-822

info@lehmann-locks.com • www.lehmann-locks.com

DIN EN ISO 9001:2015 zertifiziert


